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Operation Mode Configuration

You may configure the operation mode suitable for vou environmeant,

) Bridge:
Al ethemnet and wireless interfaces are bridged into a single bridge interface,

@ Gateway:
The first ethernet port is treated as WAN port. The other ethernet ports and the wireless

interface are bridged together and are treated as LAN ports.

@ AP Client:
The wireless apdi interface is treated as WAN port, and the wireless ap interface and the
ethamet ports are LAM ports.

Ethernet wan port as wan in AP Client Mode:
Ethernet wan port as lan in Cell Galeway Mode: [T

NAT Enabled: ‘Enable ~
TCP Timeout 180
UDP Timeout: 180
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DTU Settings

@] 192.168.8.100

| 1921688101 - 5000

| I7] 192.168.8.102 - 5000
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Link Backup

| [CloFF @ High Priority ) Middle Priority © Low Priarity
| [[IoFF @ High Priority @ Middle Priority © Low Priority
| [T1OFF @ High Priority © Middle Priority @ Low Pricrity
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[ sms E voice [ ALARK

' [@ sms B voice [£] ALARK

[0 sms [ voice [ ALARM

[ sms [ voIcE [ ALARM

[ sms [C voIcE [ ALARM

[ sms [ voice [F ALARM

[ sms [ voice F aLarm

[ sms [0 voice [ ALARM

[ sms [ voice [F] ALaRM
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Wide Area Network (WAN) Settings

You may choose different connection fype suitable for your environment. Besides, you may also
configure parameters according to the selected connection type.

WAN Connection Type: Cell Network ik

[_ HUAWEI-EM820 ~
[HUAWEI WCDMA 3G modem
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Local Area Network (LAN) Settings

You may enable/disable networking funclions and configure their parameters as your wish,

192.168.8.1
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DHCP Client List

You could monitor DHCP clients here.
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Static Routing Settings

You may add and remote custom Intermet routing rules, and/or enable dynamic routing exchange
protocol here.

Current Routing tab
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Dynamic Routing Settings

You may enable and disable dynamic routing here,
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Dynamic Routing List

You may view dynamic routing here,

0.0.0.0
1 " 192.168.8.0/24 0.000 |br0
2 K=" 255 255 255 256/32 (0.0.0.0  |br0

|K - kernel route, C - connected, S - static, R - RIP, O - OSPF.B - BGP, = - selected route, * - FIB
route
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IPSEC VPN
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PPTP VPN Settings




T

Wireless Cellular Router/Modem




oo E

Wireless Cellular Router/Modem

Basic Wireless Settings

You could configure the minimum number of Wireless seftings I’nrcurnrnumcaﬁbn. suchas
Metwork Mame (3SID) and Channel. The Access Point can be set simply with only the minimum
sefting items.

. 11big/n mixed mode ~

| Cell_AP_130455C7 Hidden [ Isolated [T

Hidden [T Isalated [0

Hidden [ Isolated [

Hidden [C] Isolated [

Hidden Isolated [

Hidden [ Isolated [
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©) Enable @ Disable
: 08:66:01:01:4E:A8
| 2412MHz (Channel 1) =

| @ Mixed Mode © Green Field
| @20 ® 2010

) Long @ Auto

Ao v

: ) Disable @ Enable

| 2432MHz (Channel §) ~

| © Disable @ Enable
: @ Disable ) Enable

| © Disatle @ Enable

| @ Disable © Enable

) Disable @ Enable
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Advanced Wireless Settings

Use the Advanced Setup page to make detailed seftings for the Wireless, Advanced Setup
includes items that are not available from the Basic Setup page, such as Beacon Interval, Control
Tx Rates and Basic Dala Rates,

Auo v

ms (range 20 - 999, default 100)

ms (range 1- 255, default 1)

(range 256 - 2346, default 2348)

frange 1- 2347, default 2347)

‘(range 1-100, default 100)

: @ Enable ) Disable
| ® Enatle ©) Disable
| @ Enable © Disable
| @ Enable © Disable
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Wireless Security/Encryption Settings

Setup the wireless security and encryption to prevent from unauthorized access and menitoring.

[= Cell AP_130486C7 ~
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MAC/IP/Port Filtering Settings

You may setup firewall rules to protect your network from virug,worm and malicious activity on the
Internet.
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Virtual Server Settings

You may setup Virtual Servers to provide senices on Internet.

(The maximum rule countis 32.)

Current Port Forwarding in 5)
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System Security Settings

You may configure the system firewall to protect APfRouter itself from attacking.

Ping form WAN Filter
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Content Filter Settings

You can setup Content Filter to restrict the improper content accass.
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System Management

You may configure administrator account and password, NTP zeflings, and Dynamic DNS
settings here.

Administrator Settings

@ Enable € Disable
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ayslogd avarted: BusyBox vi.i2.1 -
kernel: klogd started: BusyBox v1.12.1 (2013-02-23 15:1
kernel: Linux version 2.6.21 (root@localhost.locals

kernel:

kernel: The CPU frequency sec to 360 MHz

kernel: CPU revision is: 0001%64c

kernel: Determined physical RAM map:

kernel: memory: 04000000 @ 00000000 (usable)

kernel: Initrd not found or empty — disabling initrd
kernel: On node 0 totalpages: 16384

kernel: DMA zone: 128 pages used for memmap
kernel: [DMA zone: 0 pages reserved

kernel: DA zone: 16256 pages, LIFO batch:3
kernel: Rormal zone: 0 pages used for memmap
kernel: Builc 1 zonelists. Total pages: 18258



I 0 oo e seengs < [

Statistic

Take alook atthe statistics

Memory total: 60652 kB
31208 kB




